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General  
 
fumion® FLN dispersion is based on cation exchange per-
fluorinated sulfonic acid / PTFE copolymers in the acid form. The 
fumion® FLN dispersion can be used for fabrication of electrodes 
and coatings for fuel cells and other electrochemical 
applications. 
 
fumion® FLN disperson is available in different polymer 
equivalent weights and polymer contents: fumion® FLN-805 / 
810 / 905 / 910 / 1005 / 1010, in the acid form dissolved in n-
propanol. Notation:    
 

 
 
The products are identified by type and identification number (Lot Number). Please refer to this type 
and identification number in case of queries. 

Handling and recommended storage conditions 
 
Before handling and processing please see MSDS (Material Safety Data Sheet) for complete health 
and safety information. The fumion dispersion should be stored in glass or plastic containers, ideally in 
a cool place protected from light. 
 
If you have any concerns about storage, chemical stability and pretreatment before proceeding, 
please feel free to contact us for further information. 
 

Note: Product is not certified for drinking water applications. The data are not measured directly on the item supplied. The data sheet does not 
release the customer of the necessity of a goods inwards control procedure. All information included in this data sheet is based on tests and data 
believed to be reliable. The data do not imply any warranty or performance guarantee. It is the user’s responsibility to examine performance, 
suitability and durability of the product for the intended purpose. FUMATECH BWT GmbH does not assume any liability for patent infringement 
resulting from the use of this product. fumion® is a trademark of company FUMATECH BWT GmbH. 
 
Hereby, it is certified that all results of the measured item comply with the margins of the internal specification defined in the technical datasheet. 
All measurements and data recording are conducted in accordance with standardized procedures following the ISO 9001 certification. 

 

mailto:sales@fumatech.com

